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Latch locks

Features:

1.Due to double-sided locking system ,safe and reliable.

2.The key parts are made of SKD11,with high wearproof ,more durable.

3.With the extended HV stroke latch bar ,extensively usage.

4.Big locking force .choose corresponding quantity and code according to mould size and load.
(reserve three code to choose)
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Latch locks

Product space chart:

KZZ174

Parts name Material Hardness
1 Control Bracket 718H =900HV
2 Catch
3 Stop SKD11 58-62HRC
5 Latch bar 718H 28-38HRC
8 Spacer S45C -
10 Catch housing 718H 28-38HRC

Installation Guidelines:

- Installed ball slide ,request parallel with joint face to install.

- Installed insert bar ,cut off insert bar length according to real demand .and processing screw holes .
make sure mould completely closed mould before locking screw .at the same eliminate the space
between insert bar and ball .then to do with dowel pin holes.

- Ball slide and insert bar symmetrical install on the mould ,According to stroke to confirm body length.
Ensure various parts install correctly and normal running,then to do with body and install fixed position
dowel pin holes.

- Every mould suggest to symmetrical installed 2sets or above 2sets ,please notes same stroke and
symmetrical install during opening mould ,if no symmetrical install or different stroke will cause lath lock
break.

- Coordinate function test ,check these parts of latch lock structure whether smoothly and stroke coincide
or not.

- Firstremove latch lock device to follow-up operation if need maintenance and change.
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Body cut off drawing: Insert bar cut off drawing:
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Use it after cut off this end
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Latch locks

Functional chart:
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This latch lock with control opening and
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Second opening mould

Warning:
As below drawing show, when insert bar release ball slide parts. must be sure ball slide in this Adrawing position,
otherwise will cause insert bar can'tinsert into ball slide and break latch lock mechanism.
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Features:

1.1.Due to double-sided locking system, safe and reliable.

2.The key parts are made of SKD 11, with high wearproof,
more durable.

3.With the extended HV stroke latch bar, extensively usage.

4.Big locking force. choose corresponding quantity and
code according to mould size and load.(reserve three
code to choose)
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Product space chart:
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Screw (4 )no real application function, before latch lock
installed on the mould, prevent ball slide (2)drop out or
forget during installing.

Parts name Material Hardness
1 Control Bracket 718H =900HV
2 Catch
3 Stop SKD11 58-62HRC
5 Latch bar 718H 28-38HRC
8 Spacer S45C -
10 Catch housing 718H 28-38HRC

Installation Guidelines:

- Installed ball slide, request parallel with joint face to install.

- Installed insert bar, cut off insert bar length according to real demand.and processing screw holes.
mould HV stroke in completely opening condition. at the same eliminate the space between insert bar
and ball.then to do with dowel pin holes.

- Ball slide and insert bar symmetrical install on the mould,According to stroke to confirm body length.
Ensure various parts install correctly and normal running, then to do with body and install fixed position
dowel pin holes.

- Every mould suggest to symmetrical installed 2sets or above 2sets, please notes same stroke and
symmetrical install during opening mould,if no symmetrical install or different stroke will cause lath

lock break.
- Coordinate function test, check these parts of latch lock structure whether smoothly and stroke coincide
or not.
- Firstremove latch lock device to follow-up operation if need maintenance and change.
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